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EASILY 

MAINTAINED 

(Warm water and mild 
soap will do the trick.) 


FULL Vi" GAUGE 

(Will meet federal specifications. 
MIL-C-15116B- 
Nominal thickness .250”) 
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BULLETIN BOARD CORK 

Made in the United States of America 

Gold Seal Bulletin Board Cork has been manufactured for over half a century , and 
is the oldest and therefore the most proven bulletin board cork on the market . 
Ask the contractor who has used it for many years . 


MOST COMPLETE COLOR RANGE ON THE MARKET 

. . . Gold Seal Bulletin Board Cork is available in SEVEN 
TRUE AND DISTINCTIVE COLORS properly designed 
for good light reflectance to promote restful vision and 
reduce fatigue. 

DESIGNED FOR RUGGED USE . . . The composition 
withstands thumbtack perforations and maintains its 
original appearance for years and years. The use of a 
linseed oil binder results in a firm locking-in of cork 
and pigments . . . avoiding pickout. 

DESIGNED FOR CONVENIENT HANDLING AND IN¬ 
STALLATION . . . Because Gold Seal Bulletin Board Cork 
is reinforced with a backing of the finest quality bur¬ 


lap, it can be handled and installed without cracking. The 
use of burlap also permits removal from the wall when 
necessary. Because of extra width rolls, 73" and 49", neater 
installations can be made on standard size backing boards. 
Wall installations can be made up to 90 feet in length 
without a single seam. 

Congoleum-Naim Linoleum Paste, No. SU-20, is particu¬ 
larly adaptable for use with Gold Seal Bulletin Board Cork. 

DESIGNED FOR EASY MAINTENANCE: Since Gold Seal 
Bulletin Board Cork colors are uniform throughout, main¬ 
tenance is negligible. Warm water and mild soap is suffici¬ 
ent under normal circumstances. 


Installation Specifications 


MATERIALS-BULLETIN BOARDS: 

The covering shall be Gold Seal Bulletin Board Cork. 

ADHESIVE: 

The adhesive for cementing the Bulletin Board Cork to 
walls shall be Linoleum Paste, SU-20. When increased 
resistance to moisture is desired, “Three-Twenty” Adhesive 
shall be used. 

WALL CONSTRUCTION: 

Walls to receive Gold Seal Bulletin Board Cork shall be: 

1. Good quality plaster with a white coat finish erected 
in such a manner that when dry they shall be firm, 
hard, and smooth. 

2. Brown coat to which cement has been added and 
which has been steel troweled to a smooth finish. 

3. Finished with patent plasters properly troweled to 
be firm, hard and smooth. 

4. Wallboards, such as U. S. Gypsum’s Recessed Edge 
Sheetrock, installed according to the manufacturer’s 
specifications. 

WALL CONDITIONS: 

Walls shall be smooth. Rough spots and trowel marks 
shall be sanded smooth with sandpaper. Cracks and Men¬ 
tations shall be filled with a non-shrinking patching plaster 
compound and sanded to a smooth surface when dry. 

Walls shall be clean. Loose, scaly paint, water-soluble 
paint, or wallpaper shall be removed. 

Gloss-painted or enamel-painted walls shall be sanded 
with coarse sandpaper to provide a satisfactory bond. 

Walls shall be dry. Plaster walls shall be dry as tested 
by the Congoleum-Nairn Plaster Moisture Detector. 

Walls with exterior faces exposed to the elements or 
which are below grade are not approved under this speci¬ 


fication for the installation of Gold Seal Bulletin Board 
%j|Cork. Proper furring-out of the interior wall surface will 
provide an acceptable surface. 


APPLICATION OF MATERIALS: 

The Bulletin Board Cork, Sealer and Adhesives must be 
stored in the original packages at not less than 70° F. for at 
least 24 hours before installation. A temperature of at least 
70°F. shall be maintained in the area receiving the installa¬ 
tion for 24 hours prior to, during, and for 24 hours after 
the installation is complete. 

Linoleum Paste, SU-20 shall be used to install Gold Seal 
Bulletin Board Cork on walls. When increased resistance to 
moisture is desired, Congoleum-Nairn “Three-Twenty” Ad¬ 
hesive shall be used. Starting at the established level hori¬ 
zontal guide lines, the Adhesive shall be spread over the 
wall with a fine notched flexible trowel, covering approxi¬ 
mately 110 square feet per gallon. Apply the Bulletin 
Board Cork to the spread area and roll thoroughly with a 
rubber wall roller to assure contact of the Bulletin Board 
Cork and adhesive. At junctions with projections from the 
wall and at floor and ceiling, the Bulletin Board Cork shall 
be carefully scribed and cut so as to form a neat joint at 
these places. The Bulletin Board Cork shall never be forced 
into place or laid under pressure. 


CLEANING OF WALLS: 

Immediately after the installation is completed, the sur¬ 
face of the Bulletin Board Cork shall be cleaned thoroughly. 
Spots of adhesive can be removed with a damp cloth. Spots 
or smears of “Three-Twenty” Adhesive not readily re¬ 
moved with a damp cloth, can be removed by rubbing vigor¬ 
ously with a dry cloth. 
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toa*t tan • burlap back %" andj/g" gauges BC2 

73" and 49" wide light reflectance — 19% 



field green • burlap back Y »" gauge BC4 

73" wide only light reflectance — 12% 




coral rose • burlap back Yi" guage bc 18 

49" wide only light reflectance — 32% 


Not See our Resilient Floor Covering Products in section 1 3i 
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To be certain it is made in the United States 
— specify Gold Seal Bulletin Board Cork. 






Bulletin Board Cork 

DISTRICT SALES OFFICES 


ATLANTA 9, GA. 

Bonk of Georgia Bldg. 
1430 W. Peachtree St., N. 


CINCINNATI 37, OHIO 

Roger Building 
1720 Section Rd. 


KANSAS CITY 6, MO. 

Uptown Theater Bldg. 
3706 Broadway 


NEW YORK 16, N. Y. 

Textile Bldg. 

295 Fifth Avenue 


BOSTON 16, MASS. 

137 Newbury St. 


CLEVELAND 3, OHIO 

4317 Chester Ave. 


LOS ANGELES 57, CALIF. 

Suite 26 

672 S. Lafayette Pk. PI. 


PHILADELPHIA 31, PA. 

City Line Centre 

77th St. & City Line Ave. 



CHICAGO 54, ILL. DALLAS 7, TEXAS 

13-100 The Merchandise Mart 3021 Routh St. 


MINNEAPOLIS 16, MINN. 

Resop Bldg. 

4221 Excelsior Blvd. 


SAN FRANCISCO 3, CALIF. 

Western Merchandise Mart 
1355 Market St. 


FOR HOMES, BUSINESS, 
INSTITUTIONS ... 

BY-THE-YARD AND TILES— 

Inlaid Linoleum • Nairon® Plastics 
Vinylbest® Tile • Cork Tile 
Rubber Tile • Asphalt* Tile 
PRINTED FLOOR AND 
WALL COVERINGS 4 
Congoleum® and Congowall® 


RUGS AND BROADLOOM 
Loom Weve ® 



CONGOLEUM-NAIRN 

industrial sales division 
195 BELGROVE DRIVE 


INC. 


KEARNY, N. J. 
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